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JTAG Corresponding,
FPGA Configuration Module

JTAG automatic configuration as unique in the world

Ultra High speed writing data as 25sec to 1million gate

High reliability by auto ID check

JtagLink automatically executes FPGA configuration via JTAG pin user board. Covering variable JTAG 

chain as the configuration environment of mixed Altera and Xilinx FPGA, or mixed FPGA and not FPGA.

JtagLink check device ID of each FPGA before 

automatic configuration.

PC configuration is possible from Quartus2/iMPACT

to user board at JtagLink attaching with parallel port 

of PC.

By-pass function ID check function

Easy Use
Insert 10PIN header of user board or amount

as 5PIN x 2 line DIP module.

Small size and lightweight

size:  L32mm x W23mm x T5mm   *board size
weight: 10gram

PC directly configuration 

by-pass JtagLink

Multi function software

Bi - Language : Japanese/English

Compatible WindowsXP/2000/Me

Software with Download is available from Web

Other functions

State LED:         Display configuration state by Bi-color LED

File attachment: Able to attach optional file less than 48KByte

Password:          Data protection function by password

Prevent configuration: Enforced stop of configure by jumper socket

Ultra high speed writing
JtagLink can program 1million gate FPGA circuit 

data at 25sec* because of having writing accelerate 

circuit.  *including verify time

* including verify time on EP20K1000E circuit data(acual measurement)
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Comparing writing time 1milion gate FPGA circuit data

JTAG configuration
JtagLink serially output FPGA configuration data

to TDI signal which syncronised with TMS/TCK.

Configuration
data

TMS/TCK

Automatic FPGA configuration by JTAG chain

ID: *****

ID: xxxxx

ID CHECK

FPGA

User board

JtagLink put ultra high speed into reality!

Feature



example of attaching

FLA-FL-Cable (option)

* For Xilinx JTAG connector


